
ElringKlinger AG  | Aftermarket Division
Max-Eyth-Straße 2 | D-72581 Dettingen/Erms
Fon +49 7123 724-799 | Fax +49 7123 724-798
service@elring.de | www.elring.com

 www.elring.com

Gaskets and Gasket sets suitable for

Audi | Volkswagen  
EA888 | CJEB | 1.8 l (Gen. III)

The VW EA888 (EA = development order) is a petrol engine series from 
Volkswagen AG/AudiAG with four cylinders. The CJEB is the 3rd engine generation with 
1.8 litres (125kW). The engine was built between 2011 and 2018. The EA888 differs 
significantly from its predecessor, the EA113 series, in that the cylinder wall thickness 
has been reduced from 4.0 mm to 3.5 mm. The camshaft is driven by a timing chain 
instead of a timing belt as in the EA113. The diameter of the crankshaft main bearings 
was reduced from 52 mm to 48 mm. The 3rd generation of EA888 engines fulfil Euro 6.
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724.590 036 109 675 A Seal Ring, valve stem 6x8,8/12,2x9,3 FPM PR

248.300 06L 103 085 B Shaft Seal, crankshaft 45x60x8 ASW RD 
PTFE/AEM

798.660 06K 103 171 G Shaft Seal, crankshaft

299.640 06K 103 085 Shaft Seal, intermediate shaft 15x32x7 AW RD 
PTFE/ACM

038.970 WHT 001 319 Connecting Rod Bolt M9x1,25x50

174.270 06E 127 248 Seal, fuel pump 31,5x2 FPM 

234.480 06A 906 149 B Seal Ring, injector 8,3x3,05 FPM

897.580 357 129 625 A Seal, air filter housing 79x6 NBR

480.210 06K 133 073 Gasket, intake manifold 
housing

351.210 038 103 196 B Seal Ring, engine oil level 
sensor

858.050 N 013 815 7 Screw Plug, oil sump M14x1,5x15

591.840 N 013 815 7 Seal Ring, oil drain plug 14x20x2 


